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Item

Operating frequency

Supply voltage

Constant consumption

Supported transponders

Antenna

Interface

Ambient temperature range ta

Storage temperature range

Relative humidity

Dimension (LxWxH) - case

*Subject to change without notice, HEP guarantees all products perform functionally well*

Accessory kit

Contents Dimension

USB 2.0 A-M to B-M Cable 1500 mm

The specified USB cable is enclosed with the order

Electrical Specification for SANF
NFC Reader

max. 150mA

5V,USB Bus powered

Value

13.56Hz

-20°C - +60°C

-40°C - +85°C

Quantity

1 pcs.

ISO 15693

integrated

USB

95%(non-condensing)

147.2mmx51mmx35mm

Approval Marks 

     SANF-G 
(Grey/Green) 

  SANF-B 
(All black) 

© HEP,LP-20-12-02



Physical
Parameter

H 35

L L1147.2 40    mm     mm
W 51 mm W1  14   mm

 mm H1 7 mm

Housing Material
Soldering
Label

Polycarbonate
Lead-Free, Comply With RoHS
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Tolerance :  +/-1 mm 

NFC Antenna LocationSticker
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(Download the PC version)

HEP GmbH - Ramsloh 10
58579 Schalksmuehle - Germany

SANF

MADE IN 
CHINA

NFC Reader

Interface
Supply voltage
Constant consumption
Temperature range (ta)

: USB
: 5V,USB Bus powered
: max.150mA
: -20°C ...+60°C




